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	MicroPuck 2009  –  DC/DC Buck | Boost | Buck-Boost Driver












Features














	Made in America quality and design
	Customization of specifications available
	DC input voltage up to 3V
	350mA, 400mA  or 600mA constant current output
	Epoxy encapsulated against harsh and moist environments
	Extremely small form factor (0.45”x 0.3”x 0.26”)





Download




Applications





            Literature        
                    MicroPuck 2009 – 2009_MicroPuck_v2-5

            
        
    




	Battery Lighting Applications
	Drop-in Replacement Bulbs
	Head-Lamps / Camp Light
	Portable Lighting & Flashlight





	Pen Lights
	Solar Lighting
	Desk & Reading Lamps
	Road Markers







Specifications




 
	Product	2009	2009-HI	2009-SHO
	General	Topology:	Buck | Boost | Buck - Boost
	Input / Out:	DC / DC
	Input	Voltage Range:	0.8 to 3  VDC
	Efficiency:	80%
	Output	Drive Current:	350 mA	400 mA	600 mA
	Trim Range:	None
	Control	Dimmable:	No
	Protection	Short Circuit:	None
	Environment	Operating Temp:	-40 to 85o C
	Storage Temp:	-40 to 125o C
	Operating Case Temp:	-40 to 85o C
	Mechanical	Connections:	4 Wire Lead
	Dimensions:	0.45 x 0.30 x 0.26 in
	Weight:	0.1 oz
	Regulatory	Compliance:	RoHS
	Warranty:	2 Years


 



* All specifications are subject to change without prior notification.






Ordering Detail




 
	Product	Input Voltage	Drive Current	Control	Connection
	2009	0.8 to 3 VDC	350 mA	None	4 Wire Lead
	2009-HI	400 mA
	2009-SHO	600 mA
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FAX: (802) 728-3800


EMAIL: 	info@leddynamics.com








					



				
				


	


			

			
				
                    

                        Copyright 2020-2022 LEDdynamics, Inc.  All Rights Reserved.  

                        
                    


	            
				


					
		

		
		



 
 
 


















Scroll to top



